
FEATURES: DESCRIPTION:
• Patented technology
• High signal -3db passing bandwidth at 1.35GHz
• Near-Zero propagation delay
• VCC = 1.65V to 3.6V
• Ultra-Low Quiescent Power: 0.1 A typical
• Ideally suited for low power applications
• Industrial operating temperature: -40°C to +85°C
• Available in 20pin TSSOP package

Potato Semiconductor’s PO3B3245A is
designed for world top performance using
submicron CMOS technology to achieve GHz
high bandwidth.

The PO3B3245A is a 8-Bit, 2-Port Bus Switch. 
The switch introduces no additional ground 
bounce  noise or propagation delay.
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PinName Description

BE Bus Enable Input (Active LOW)

A0–7 Bus A

B0–7 Bus B

GND Ground

VCC Power

Function BE A0–7

Disconnect H Hi-Z

Connect L B0–7

8-Bit, 2-Port Bus Switch

High Bandwidth Potato Chip 
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8-Bit, 2-Port Bus Switch

Packaging Mechanical Drawing: 20 pin TSSOP
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DENOTES DIMENSIONS
IN MILLIMETERS

IC Ordering Information
Top-MarkingOrdering Code Package

20-pin TSSOP Pb-free & GreenPO3B3245ATU for Tube

PO3B3245ATR for Tape & Reel

PO3B3245AT

PO3B3245AT

-40°C to 85°C

-40°C to 85°C

TA

IC Package Information
PACKAGE
CODE

PACKAGE
TYPE

QTY
PER
TUBE

TAPE
WIDTH
(mm)

TAPE
PITCH
(mm)

PIN 1 LOCATION TAPE TRAILER 
LENGTH

QTY
PER REEL

TAPE LEADER 
LENGTH

16 8 Top Left Corner 39 (12”) 3000 64 (20”)T TSSOP 20 74

20-pin TSSOP Pb-free & Green

High Bandwidth Potato Chip 
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Ordering Information
Top-MarkingOrdering Code Package

20-pin TSSOP Tube  Pb-free & Green

20-pin TSSOP Tape and reel Pb-free & Green

PO3B3245ATU

PO3B3245ATR

PO3B3245AT

PO3B3245AT

-40°C to 85°C

-40°C to 85°C

TA

IC Package Information
PACKAGE 
CODE

PACKAGE 
TYPE

QTY 
PER 
TUBE

TAPE 
WIDTH 
(mm)

TAPE 
PITCH 
(mm)

PIN 1 LOCATION TAPE TRAILER 
LENGTH

QTY 
PER REEL

TAPE LEADER 
LENGTH 

16 8 Top Left Corner 39 (12”) 3000 64 (20”)T TSSOP 20 74
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8-Bit, 2-Port Bus Switch

PO3B3245A

High Bandwidth Potato Chip 


