
FEATURES: DESCRIPTION:
. Operating frequency up to 750MHz with 2pf load
. Operating frequency up to 550MHz with 5pf load
. Operating frequency up to 300MHz with 15pf load
. Operating frequency up to 150MHz with 50pf load
. Very low output pin to pin skew < 250ps
. Very low pulse skew < 100ps
. VCC = 1.65V to 3.6V
. Propagation delay < 2.6ns max with 15pf load
. Low input capacitance: 3pf typical
. Dual 1:5 invert fanout
. Available in 20pin 300mil wide SOIC package
. Available in 20pin 150mil wide QSOP package

Potato Semiconductor’s PO49FCT3806A is
designed for world top performance using
submicron CMOS technology to achieve
750MHz TTL output frequency with less than
100ps output pulse skew.

PO49FCT3806A is a 3.3V CMOS Dual 1 input to
5 outputs Invert Buffered driver to achieve
750MHz output frequency. Typical applications
are crystal oscillator, ring oscillator, clock and
signal distribution.

Pin Configuration Logic Block Diagram

Pin Description
Pin Name Description Inputs Outputs

INA, INB Signal or clock Inputs INA, INB OAn, OBn MON

Hi-Z State Output Enable Inputs (Active LOW) L L H H

LLHLstuptuOkcolcrolangiSnBO,nAO

HZLHtuptuOrotinoMNOM

Vcc, GND Power, Ground H H Z L
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Packaging Mechanical Drawing: 20 pin SSOP
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IC Ordering Information

Top-MarkingOrdering Code Package

Pb-free & GreenPO49FCT3806ACU for Tube

PO49FCT3806ACR for Tape & Reel

PO49FCT3806AC

PO49FCT3806AC

-40°C to 85°C

-40°C to 85°C

PO49FCT3806AQU for Tube

PO49FCT3806AQR for Tape & Reel

PO49FCT3806AQ

PO49FCT3806AQ

-40°C to 85°C

-40°C to 85°C

PO49FCT3806ASSU for Tube

PO49FCT3806ASSR for Tape & Reel

PO49FCT3806ASS

PO49FCT3806ASS

-40°C to 85°C

-40°C to 85°C

TA

IC Package Information

PACKAGE

C 24 12 Top Left Corner 26 (12”) 1000 43 (20”) 3820pin 300mil SOIC

CODE
PACKAGE
TYPE

TAPE
WIDTH

TAPE TRAILER

TUBE

TAPE & REEL
LENGTH

TAPE
PITCH

QTY
LENGTH
TAPE LEADER

PER TAPE

QTY
PERPIN 1 LOCATION

(mm)(mm)

Q 16 8 Top Left Corner 39 (12”) 3000 64 (20”) 5520pin 150mil QSOP

SS 16 12 Top Left Corner 26 (12”) 2000 43 (20”) 6620pin 209mil SSOP

Pb-free & Green

20pin 300mil SOIC

20pin 300mil SOIC

20pin 150mil QSOP

20pin 150mil QSOP

Pb-free & Green

Pb-free & Green

Pb-free & Green

Pb-free & Green

20pin 209mil SSOP

20pin 209mil SSOP


