
FEATURES:
. Patented technology

. Operating frequency up to 1.125GHz with 2pf load

. Operating frequency up to 800MHz with 5pf load

. Operating frequency up to 350MHz with 15pf load

. VCC Operates from 1.65V to 3.6V

. Propagation delay < 1.7ns max with 15pf load

. Low input capacitance: 4pf typical

. Available in 16 pin SOIC package

Pin Configuration Logic Block Diagram

Pin Description

DESCRIPTION:
Potato Semiconductor’s PO74G139A is designed for 
world top performance using submicron CMOS 
technology to achieve 1.125GHz TTL /CMOS output 
frequency with less than 1.7ns propagation delay.
This quadruple bus buffer gate is designed for 1.65-V 
to 3.6-V VCC operation.

The PO74G139A comprises two individual 2-line to 
4-line decoders in a single package. Theactive-
lowenable (G) input can be used as a data line in 
demultiplexing applications. This decoder/ demulti-
plexer features fully buffered 
inputs, each of which represents only one normalized-
load to itsdriving circuit.

Inputs can be driven from either 3.3V or 5V devices. 
This feature allows the use of these devices as 
translators in a mixed 3.3V/5V system environment.
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IC Ordering Information

Top-MarkingOrdering Code Package

Pb-free & GreenPO74G139ASU for Tube

PO74G139ASR for Tape & Reel

POTATO74G139AS

POTATO74G139AS

-40 C to 85 C

-40 C to 85 C

173mil TSSOP 16PO74G139ATU for Tube

PO74G139ATR for Tape & Reel

POTATO74G139AT

POTATO74G139AT

-40 C to 85 C

-40 C to 85 C

TA

IC Package Information

PACKAGE
CODE

PACKAGE
TYPE

QTY
PER
TUBE

TAPE
WIDTH
(mm)

TAPE
PITCH
(mm)

PIN 1 LOCATION TAPE TRAILER 
LENGTH

QTY
PER REEL

TAPE LEADER 
LENGTH

S SOIC 16 16 8 Top Left Corner 39 (12”) 3000 64 (20”) 48

T TSSOP 16 12 8 Top Left Corner 39 (12”) 3000 64 (20”) 96

Pb-free & Green

Pb-free & Green

Pb-free & Green173mil TSSOP 16

150mil SOIC 16

150mil SOIC 16
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