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Packaging Mechanical Drawing: 48 pin TSSOP
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IC Ordering Information

Ordering Code Package Top-Marking TA
PO74G16240ASU for Tube 48pin TSSOP | Pb-free & Green | POTATO74G16240AS | -40°C to 85°C
PO74G16240ASR for Tape & Reel 48pin TSSOP | Pb-free & Green | POTATO74G16240AS | -40°C to 85°C

IC Package Information
PACKAGE PACKAGE TAPE TAPE PIN1 LOCATION TAPE TRAILER QTY TAPE LEADER QTY
CODE TYPE WIDTH | PITCH LENGTH PERREEL | LENGTH PER
(mm) (mm) TUBE
T TSSOP 48 24 12 Top Left Corner 26 (12”) 1500 43 (20”) 39
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IC Ordering Information

Ordering Code
PO74G16240ASU for Tube
PO74G16240ASR for Tape & Reel

Package Top-Marking TA
POTATO74G16240AS | -40°C to 85°C

48pin TSSOP | Pb-free & Green
48pin TSSOP | Pb-free & Green

POTATO74G16240AS | -40°C to 85°C
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(mm) (mm) TUBE
T TSSOP 48 24 12 Top Left Corner 26 (127) 1500 43 (20”) 39
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